C MATERIAL

Contact material :Brass or Socket Phosphor Bronze
Insulator material:Thermoplastic, UL 94V-0

A FINISH

< Shell:Steel Zinc plated or Tin plated
% Contact plated:Gold over nickel
d B SPECIFICATIONS
yeceocooo ﬁw N Current Rating:5Amp .
=\ © 0OQO000O0 / ™ o Dielectric Withstanding voltage:1000V AC for 1 minute
Rated Voltage:300V DC
577 Contact Resistance:15mQmax. at DC 100mA
, Insulator Resistance:1000MQmin. at AC 500V
TYP, 2-#4-40 UNC

Operating Temperature:-45C~+105C

PART NO. SYSTEM

- o F3105X - X - XX - X - X - XX - X
W ::‘ ﬁ 7 zﬁ 5% zD: 7 - %’mwmzﬂ opfion-CI:Standard Type
A , % ! o , B:EMI type
Accessorie
L , p=ill= , 6 ACCESSORIES
] im g Mounfing Mefhod CINON ACESSORIES
FR:FRONT RIVET
7 7 o84 Solder plafing-T:Tin FRS:FRONT RIVET ADD SCREW
D — % O:Gold flash FRF:FRONT RIVET FIX SCREW
3.16 BRREAR RIVET
Number of contact BRSREAR RIVET ADD SCREW
34 10.72 (9,15,19,23,25,37,50) BRF:REAR RIVET FIX SCREW
—— O:Standard Housing
H-High profile Housing 5.MOUNTING METHOD
A-THROUGH HOLE
[J:Narmal Part B:HEX SCREW+HEX NUT
(:3.8mm OPEN HEX RIVET
G:ROHS Part D:5.8mm OPEN HEX RIVET
. V:For Lead Free Process E:4.8mm CLOSE HEX RIVET
F:5.8mm CLOSE HEX RIVET
L 1.385 POSITION A B c D Wmmm ZD, G:5.8mm CLOSE ROUND RIVET
TYP. 577 H:7.1mm ROUND THREAD RIVET
- : 9 16.33 24,99 30.81 19.28 15 8mm BOARDLOCK RIVET
H/:U Hm m#,@mv ww,mvm wnwpb mw,mH J:10mm BOARDLOCK RIVET
o oo oo ﬁv K:2.5mm OPEN HEX RIVET
0000000 19 29.92 39.03 44,80 33.02
23 35.18 44,36 50.30 38.15
210 B 25 38.38 47.04 53.04 41,30
TYP. a , , , , LONG CHU ELECTRONICS CO. LTD
37 54,84 63.50 69.32 57.71
50 5034 6111 66.90 5530 LCU FEAT Aw/%mmm%d/m /NG|
Recommended P.C Board Hole Layout MATERIAL UNIT DESCRIPTIDON:
SEE NOTE M D-SUB CONN STRAIGHT FEMALE
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