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— 1 1.905  SPECIFICATION
MATERIAL
1150 H_ INSULATOR : THERMOPLASTIC &GLASS FILL REINFORCED UL-94V-0
| . CONTACTS : PHOSPHOR BRONZE
500 SHELL: ZINE ALLOY
' RIVET BOARDIOCK:BRASS
CONTACT PLATING
4.80 CONTACT OREN:GOLD FLASH
¥ 5 40 SOLDER TAILS:100U" TIN OVER 400" NICKEL
340 2460 . ELECTRICAL
— - CURRENT RATING:1AMP
27.40 @ CONTACT RESISTANCE:30 MILLIOHMS MAX
~ INSULATOR RESISTANCE:300 MEGOHMS MIN AT500VDC
DIELECTRIC WITHSTANDING VOLTAGE:500VAC/MINMUM
3740 OPERATING TEMPERATURE: -55°C~+105°C
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197 TYP #2-56 or M2.6
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— :ROHS Part
m\ : : : : : : : : : : : /v V:For Lead Free Process
0.40X0.3t | 3.00 |\ | 33 L Best No.
6 Board Lock Phasphor Bronze Tin 0.4mm 2
51.50 ] Lotch Piece Steel Nickel 1.2mm 2
4 Shell Steel Nickel 0.25mm 1
@ %+Q 1 8.03+0.05 2.54 TYP 3 Spacer Thermoplastic+GF. 1
1.27 TYP 2 Termicd Phosphcr Bronze Aui Su” 0.3mm 26
, ; 1 Insulator Thermoplastic+GF. 1
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- MATERIAL UNIT DESCRIPTION:
2621.00+0.10 SEE NOTE MM D-SUB SCSI 26PIN FEMALE DIP 90°
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