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P.C.B. Layout

MATERIAL AND FINISH :

Insulator:Thermoplastic, UL94V-0
Contact Material:Plug:Brass
Socket : Phosphor Bronze

Shell:Steel, Nickel plated

Bracket:Brass strip-H tin plated

Screw:Brass nickel plated

SPECIFICATION:

Current Rating:2 Amp
Voltage Rating:300V DC
Dielectric Withstanding voltage:500V AC for 1 min.

Insulation Resistance 1000M Q Min (at 500V DC)

Contact Resistance:15m Q Max.
Operating Temperature:-55°C to +105°C

HOW TO ORDER

F3313X-XX-X-XX-X-X-X

0:Non Accessories

L COLOR

Special opfion

S:Added Screw
FS:Fixed Screw

— Mountfing Method
~Solder plating{

0:Standard type
F-EMI type

0:Tin plated(std)

39 G:Gold flash
LNumber of circuit(09,15,23.25,37)
0:Normal Part
— (:ROHS Part
V:For Lead Free Process
L_Best No
POSITION A B D
15 25.00 30.8 163 2.29
26 33.32 39.2 24.60 2.29
" 4704 . 4850 - LONG CHU ELECTRONICS CO. LTD
MATERIAL UNIT DESCRIPTION:
c |app coLor o1/31/077 | SEE NOTE mm D-Sub High Density Right Angle Connector
B |app color 11/10/06” |DR. RE. CENERAL TOLERANCE — |SIZE P/N
KELLY 0. =50 A4 F3313 series
A |NEw RELEASE 05/24/06 7= ) 00 =+30 — — —
REV, REV. RECORD DATE 0.00 =%.20 _ C




