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MATERIAL:

SHIELDED: 0. 25mm THICKNESS COPPER ALLOY PLATED WITH NICKEL

HOUSING: STANDARD MATERIAL GLASS FILLED POLYESTER UL 94V-0
STANDARD COLOR (BLACK).

CONTACT: 0.45mm DIAMETER PHOS-BRONZE

PLATING: SELECTIVE GOLD PLATING

ELECTRICAL:

INSULATION RESISTANCE: 500 MEGOHMS MIN

DIELECTRIC WITHSTAND VOLTAGE: 1000V RMS MIN. 60Hz
CURRENT/VOLTAGE: 30VAC/42VDC AT 1.5 AMPS

CONTACT RESISTANCE: 40 MILLIOHMS MAX

MECHANICAL:
DURABILITY: 1000 MATING CYCLES.
f 13.60
HOW TO ORDER
| A —— PJLEX - X / X - X
[ = : L
_ M- — ~ B =
| - VOID TrF. @ | o ™ % Na. of Port
oo
4 R EIEE R EEIEEEEE ¢¢¢¢L © «ﬁm No. of Contact
e e N e o I e e e I e o o o 1 e e e & M.@i =0 O No of Position
VOID TYP. 390 O:Normal Part
, 1.27*7=8.89 , —G:ROHS Part
197 V:For Lead Free process
40—90.90 7 7 7 7 f - 7
AN U S D o U A DO —— Base No
R N T o
04| 314,57
2-91.60 s + \\\\\\\\\\\\\\ ﬁv
f ,
b e T
13.97*4=55.88
67.31
72.78
SCR LAYOUT TOP VIEW LONG CHU ELECTRONICS CO. LTD
b 12 F / =
LCU FEMDERMA R
MATERIAL UNIT DESCRIPTION MULT-PORT PCB JACK
SEE NOTE mm (8PSC Shielded #1=L)
DR. RE. GENERAL TOLERANCE SIzE P/N
] KELLY 0. =t.50 0° =t5° A4 P J45-8/8-5
A NEW RELEASED 1717702 CHK. APP. 00 =+30 0.0° =%1° SCALE REV. DRAWING NO.
REV. REV.RECORD DATE 0.00 =£.20 - A 40165




