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MATERIAL
58.40 .
Insulator:Thermoplastic
23.20 25.70 Contact:Brass for Tin plated
L-R3.0 SL Y SPECIFICATION
95750 3.81 TYP, 10.00 DIELECTRIC STRENTH: 800V AC/1 MINUTE.
/ CONTACT RESISTANCE:20mQ2 MAX.
I I // INSULATION RESISTANCE:1000M<2 MIN. AT 500V DC.
S — « — INSERTION FORCE: 11KG MAX.
o\ |
750 | B | | 4 | 508 16.50 ﬁ WITHDRAWAL FORCE: 1. 1~TKG.
b U \pePIr PP IP IR TE IR IR TR —— ] -
- — — \4 |
! f
JO0000000000000000000_{]_#006.0
\\ A |
0.70 TYP.
| B | ] 3.00
2.00 TYP. . 21-0.90 -
54.00
HOW TO ORDER
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Board Lock Type
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LONG CHU ELECTRONICS CO. LTD
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MATERIAL UNIT DESCRIPTION:
SEE LIST mMmm SCART SOCKET 90° FEMALE
B DESIGN CHANGE aDpD R| 11/25/04” |DR. RE. GENERAL TOLERANCE SIZE P/N
KELLY 0. =+50 o =150 fAva SCART-21F-R-B
A |NEw RELEASE 9/13/04" J=== er) 00 =+30 00o=t1* o — SR
REV. REV. RECORD DATE 0.00 =%.20 —— B




